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WORLD-CLASS EQUIPMENT

9. ALPHA Mooney Viscometer

5. Single stage tire building machine of HOLAND VMI 6. Steel-belted radial tyre hydraulic dual-mould curing press 11. High-Speed Testing Machine 12. Rolling Resistance Testing Machine
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Product Features

UHP TYRES

The design with strengthening rib in inner of tire shoulder
increases the rigidity of the pattern blocks, ensures better
steerablility of the tire.

The straight slots and blocks in the outer of the trad reduce the
road nose and improve the grasp force when making a turn.

The water modules with design of 3D drifting simulation provides
better braking performance on wet/slippy road.

HD937 MAIN SIZES AND PARAMETERS

205/55R16 91 \ 6 1/2J 214 632 615 300
205/60R16 92 H 6J 209 652 630 300
205/65R16 95 H 6J 209 672 690 300
215/45R16 90XL \ 7J 213 600 600 340
215/65R16 98 H 61/2J 221 686 750 300
215/60R17 96 H 61/2J 221 690 710 300
215/55R17 98XL \% 7J 226 668 750 340
225/60R17 99 H 6 1/2J 228 702 775 300
225/65R17 102 H 6 1/2J 228 724 850 300
215/50R18 92 \ 7J 226 673 630 300
215/55R18 99XL \ 7J 226 693 775 340
225/55R18 102XL \ 7J 233 705 850 340
225/55R18 98 \ 7J 233 705 750 300
225/60R18 100 \ 61/2J 228 727 800 300
225/55R19 99 \ 7J 233 731 775 300
235/457R18 98XL W 8J 236 669 750 340
235/50R18 101XL V 71/2J 245 693 825 340
225/45ZR19 96XL 4 71/2J 225 685 710 340
235/40ZR19 96XL W 8 1/2J 241 671 710 340
235/50R19 103XL \ 71/2J 245 719 875 340
235/50R19 99 \ 71/2J 245 719 775 300
235/60R19 107XL H 7J 240 765 975 340
245/45R19 102XL \ 8J 243 703 850 340
245/55R19 107XL \ 71/2J 253 753 975 340
255/50R19 107XL \ 8J 265 739 975 340
235/45ZR20 100XL W 8J 236 720 800 340
245/457R20 103XL W 8J 243 728 875 340
245/50R20 102 Vv 71/2J 253 754 850 300
255/45ZR20 106XL W 8 1/2J 255 738 925 340
255/55R20 110XL \ 8J 265 788 1060 340
275/457R20 110XL W 9J 273 756 1060 340
255/457R21 105XL W 8 1/2J 255 763 925 340
265/45ZR22 109XL W 9J 266 797 1030 340
305/30ZR26 109XL W 11J 313 844 1030 340
275/257R28 100XL W 10J 283 849 800 340
295/257R28 103XL W 10 1/2J 301 859 875 340
255/30ZR30 102XL W 9J 260 916 850 340
265/30ZR30 106XL W 91/2J 271 922 925 340
275/257R30 101XL W 10J 283 900 825 340
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HD927 MAIN SIZES AND PARAMETERS

205/45ZR16 87XL W 7J 206 590 545 340

225/50R16 96XL V 7J 233 632 710 340

205/50ZR17 93XL W 6 1/2J 214 638 650 340

215/40ZR17 87XL W 7 1/2J 218 604 545 340

215/457R17 91XL W 7J 213 626 615 340

215/50ZR17 95XL W 7J 226 648 690 340

225/45/R17 94XL W 7 1/2J 225 634 670 350

225/50ZR17 98XL W 7J 233 658 750 340

235/55R17 103XL V 7 1/2J 245 690 875 340

235/45ZR17 97XL W 8J 236 644 730 340

235/50R17 100XL V 71/2J 245 668 800 340

245/457R17 99XL W 8J 243 652 775 340

215/40ZR18 89XL W 71/2J 218 629 580 340

215/457R18 93XL W 7J 213 651 650 340

215/55R18 99XL V 7J 226 693 775 340

225/407/R18 92XL W 8J 230 637 630 350

225/457R18 95XL. W 7 1/2J 225 659 690 350

225/50R18 99XL V 7J 233 683 775 340

235/40/R18 95XL W 8 1/2J 241 645 690 350

235/45/R18 98XL W 8J 236 669 750 340

235/50ZR18 101XL W 7 1/2J 245 693 825 340

245/40ZR18 97XL W 8 1/2J 248 653 730 340

235/55R18 104XL V 7 1/2J 245 715 900 340

235/60R18 103 V 7J 240 739 875 300

245/457R18 100XL W 8J 243 677 800 340

255/357R18 94XL W oJ 260 635 670 340

255/55R18 109XL V 8J 265 737 1030 340

255/50R18 106XL V 8J 265 713 950 340

265/35ZR18 97XL W 91/2J 271 643 730 340

265/60R18 110 H 8J 272 775 1060 300

UHP TYRES 215/357R19  85XL W 71/2 218 633 515 340

225/357R19 88XL W 8J 230 641 560 340

225/40ZR19 93XL W 8J 230 663 650 340

235/35ZR19 91XL W 8 1/2J 241 647 615 340

235/50R19 103XL V 71/2J 245 719 875 340

235/55R19 105XL V 71/2J 245 741 925 340

245/357R19 93XL W 8 1/2J 248 655 650 350

245/407R19 98XL W 8 1/2J 248 679 750 340

245/50R19 105XL V 7 1/2J 253 729 925 340

UHP Asymmetric Pattern Tyre Series 3D asymmetric pattern design takes superior grip 2%55%%52}?:2?9 g:%%—'— \X/ 5 513712J 2‘73? ggg 1605%) %ﬁg
performance and shorter braking distances. 578M07R10 108X W 310 578 205 oo S0
225/35ZR20 93XL W 8J 230 666 650 350

Product Features 235/30ZR20 88XL W 8 1/2J 242 650 560 340
245/30ZR20 90XL W 8 1/2J 248 656 600 340

245/357R20 95XL W 8 1/2J 248 680 690 350

Outside strong blocks design enables the tyre to follow the road's 245/40ZR20  99XL. W 8 1/2J 248 704 775 340
surface contours more closely, helps to reduce blocks deformation ggg@gg;gg 1%72>§< $ % ggg ggg ggg ggg
while speed comering, and enhances steering precision & better grip. 265/50ZR20 TTIXL W 31/2J 577 774 1090 340
. ) . . ) . 315/35ZR20 110XL W 11J 320 728 1060 340
Inside wide rib grooves ensures effective water dispersion. 265/457R21 104 W 9J 266 771 900 300
Sequential blocks design improves tread rib hardness, enhances 265/407R21 105XL W 9 1/2J 271 745 925 340
265/357R22 02XL W 9 1/2J 271 745 850 350

Wide rib grooves effectively removes water, provides shorter gggﬁgg%;gg 8&_ w 91%/? ggg %9 ggg 340
i i i L 9 340
braking distances and safer handling on wet roads. 854500 T v 5 1//2J s i T80 0
: ; : : 295/30R24 105XL V 10 1/2J 301 788 925 340
Racing compound technology provides superior grip performance 555/307R26 9OXL. W 9 560 814 275 340
on wet road surfaces. 275/257R26  98XL W 10 283 798 750 340
295/30ZR26 107XL W 10 1/2J 301 838 975 340

SAVING-oil ecnomic grade: C WET-LAND SAFETY GRADE: B Advanced voice index number: 70
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UHP Asymmetric Pattern Tyre Series 3D asymmetric pattern design takes superior grip

performance and shorter braking distances. UHP TYRES H D 9 27 SP

Product Features

Outside strong blocks design enables the tyre to follow the road's HD927SP MAIN SIZES AND PARAMETERS
surface contours more closely, helps to reduce blocks deformation
while speed comering, and enhances steering precision & better grip.
Inside wide rib grooves ensures effective water dispersion. 285407R17 94XL. w 8 1/2) 241 620 670 40
Sequential blocks design improves tread rib hardness, enhances 245/40ZR17 96X W 8 1/2J 248 628 690 340
braking performance. 255/357R19  96XL W 9J 260 661 710 340
) . o . . 275/35ZR19  100XL W 9 1/2J 278 675 800 340
pie ot s coupled i e st ey o moge L W oy o o 70 o
and provide better wet control performance. 245/45ZR20 103X W 8J 243 728 875 340
275/30ZR20  97XL W 9 1/2J 278 674 730 340
Racing compound technology provides superior grip performance 275/357R20  102XL W 9 1/2J 278 700 850 340
on wet road surfaces. 275/40ZR20  106XL W 91/2J 278 728 950 340
285/30ZR20  99XL W 10J 290 680 775 340

11 12



HD921 MAIN SIZES AND PARAMETERS

185/55R14 80 V 6J 195 560 450 280

185/55R15 86/XL V 6J 194 585 530 320

195/45R15 78 V 6 1/2J 195 B557 425 280

195/55R15 89/X V 6J 201 595 580 320

185/50R16 81 V 6J 194 592 462 280

195/45R16 ~ 84/XL V 6 1/2J 195 585 500 320

205/50R16  91/XL V 6 1/2J 214 612 615 320

215/55R16  97/XL V 7J 226 642 730 280

215/656R16  102XL H 6 1/2J 221 686 850 320

205/40ZR17  84/XL W 71/2J 212 596 500 350

205/45R17 88XL H 7J 206 616 560 340

215/457R17 87 W 7J 213 626 545 350

205/50ZR17  93/XL W 6 1/2J 214 638 650 350

215/50ZR17  95/XL W 75 226 648 690 350

215/35ZR18  84XL W 7 1/2J 218 607 500 350

225/40ZR18  92/XL W 8J 230 637 560 350

245/40ZR18  97/XL W 8 1/2J 248 653 730 350

225/457R18  95/XL W 71/2J 225 659 690 350

255/457R18  103/XL W 8 1/2J 255 687 875 350

235/35ZR19  91/XL W 8 1/2J 241 647 545 350

245/35ZR19  93/XL W 8 1/2J 248 655 650 350

: ! 225/30ZR20  85XL W 8J 230 644 515 350
H D 9 1 225/357R20  93/XL W 8J 230 666 600 350
245/357R20  95/XL W 8 1/2J 248 680 690 350

245/457R20  103XL W 8J 243 728 875 340

255/357ZR20  97/XL Y 9J 260 686 730 350

275/40ZR20  106/XL W 9 1/2J 278 728 950 350

; . ” 275/457R20  110/XL W aJ 273 756 1060 350

Product Features 2‘53/?{}?Qgrfgst'}’r%”wﬁf%ﬁ?ﬁfeit”,gn'é?'ﬁg%m o75/557R20  117XL V. 81/2) 284 810 1285 340
285/50ZR20  116/XL W 9J 297 794 1250 350

Optimum water dispersion and steering on both sides and minimum 225/30ZR22 87XL W 8J 230 695 545 340
rolling resistance with the four longitudinal transverse grooves and radial 235/30ZR22  90XL W 8 1/2J 241 701 600 340
sipes. 265/35ZR22  102/XL W 9 1/2J 271 745 850 350
Lower road noise level and tranquil ride with the extra long tread 265/302R22 97XL w 9 1/2J 271 719 730 340
grooves and fuzzy pattern. 265/40ZR22  106XL W 9 1/2J 271 771 950 340
295/257R22  97XL W 10 1/2J 301 707 730 340

Maximum grip and road adhesion with the pattern block and rib pattern 245/30ZR22  92/XL W 8 1/2J 248 708 630 350
on shoulders. 255/30ZR22 95XL W o 260 713 690 350
Strong rim—protecting ring to avoid impact for safe driving at high 305/40ZR22  114/XL W 11J 313 803 1180 350
speed. 275/257R24  96XL W 10J 283 748 710 340
245/30ZR24  94XL W 8 1/2J 248 758 670 340

255/30ZR24  97/XL W 9J 260 764 730 350

305/35ZR24  112/XL W 11J 313 824 1120 350

SAVING-oil ecnomic grade: E WET-LAND SAFETY GRADE: C Advanced voice index number: 70
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Product Features

The strong shoulder pattern design and unique wide pattern
black provide extreme grip force and handing performance,
which ensured the excellent safety handing performance and
passability for the vehicle on any severe road condition.

The design of anti—collision wall in the sidewall prevents the
puncture , road collision and pressure damage.

) Inflatable Inflatable Loading Inflation
Size ~ectallle Speed Staglrdnard Wmm) Diarr?e\g'a:%m) (single/dual)(kg) P(r?(%sssre
LT265/75R16 10PR  123/120 S 71/2J 267 810 550  1550/1400
LT285/75R16 10PR  126/123 S 286 840 550 1700/1550
P265/70R17 115 T 272 810 300 1215
P285/70R17 117 T 292 838 300 1285
LT265/70R17 10PR  121/118 S 272 810 550  1450/1320
LT285/70R17 10PR  121/118 S 292 838 550 1450/1320
33x12.50R17LT 10PR 120 Q 318 832 450 1400
35x12.50R17LT 10PR 125 Q 318 883 450 1650
cross-country vehicles on the whole road, with supreme 33x12.50R18LT 10PR 118 Q 318 832 450 1320
anti-skip performance and extreme severe road passability. 35x12.50R18LT 10PR 123 Q 318 883 450 1550
37x13.50R18LT 8PR 124 Q 345 934 350 1600
T
Q
Q
Q
Q
Q
Q
Q

High Performance Whole
H D 7 HD878 MAIN SIZES AND PARAMETERS

The special 3D solid pattem design is suitable to the

P275/60R20 115 279 844 300 1215
33x12.50R20LT 10PR 114 318 832 450 1180
35x12.50R20LT 10PR 121 318 883 450 1450
37x13.50R20LT 10PR 127 345 934 450 1750
33x12.50R22LT 10PR 114 318 832 450 1180
35x12.50R22LT 10PR 117 318 883 450 1285
33x12.50R24LT 10PR 104 318 832 450 900
33x14.50R24LT 10PR 110 372 832 450 1060

—5- HAIDA TYRE
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HD869 MAIN SIZES AND PARAMETERS

Inflatable Inflatable Loading Inflation
Standard "gon )

Size Load Index Speed Rim  width (mm) Dian?elieerra(llnm) (sing;%alfanﬁ'(kg) P'(‘ffsm
32 x 11.50R15LT 6PR 113 aJ 290 807 1150 350
33 x 12.50R15LT 6PR 108 10J 318 832 1000 250
35 x 12.50R15LT 6PR 113 10J 318 883 1150 250

LT235/85R16 10PR  120/116 6 1/2J 235 812 1400/1250 550

LT245/75R16 10PR  120/116 7J 248 780 1400/1250 550

LT265/75R16 10PR  123/120 71/2J 267 810 1550/1400 550

LT285/75R16 10PR  126/123 8J 286 840 1700/1550 550

LT305/70R16 10PR  124/121 9J 311 834 1600/1450 450

LT315/75R16 10PR ~ 127/124 81/2J 313 878 1750/1600 450

LT235/80R17 10PR  120/117 61/20 235 808 1400/1285 550

LT245/75R17 10PR  121/118 7J 248 800 1450/1320 550

LT255/75R17 6PR 111/108 7J 255 814 1090/1000 350

33X12.50R17LT 10PR 120 10J 318 832 1400 450
37X12.50R17LT 8PR 124 10J 318 934 1600 350
33X12.50R18LT 10PR 118 10J 318 832 1320 450

LT275/60R20 10PR  123/120 8J 279 844 1550/1400 550

LT275/55R20 10PR  120/117 81/2J 284 810 1400/1285 550

LT285/55R20 10PR  122/119 9J 297 822 1500/1360 550

LT305/55R20 10PR  121/118 91/2) 316 844 1450/1320 550

MT HIGH PERFORMANCE OFF-ROAD TIRE 33X12.50R20LT 12PR 119 10J 318 832 1360 550

35X12.50R20LT 12PR 125 10J 318 883 1650 550

37X13.50R20LT 10PR 127 11J 345 934 1750 450

33X12.50R22LT 12PR 114 10J 318 832 1180 550

35X12.50R22LT 12PR 121 10J 318 883 1450 550

33X14.50R22LT 12PR 117 12J 372 832 1285 550

LT365/45R24 12PR 125 111/2J 365 935 1650 550

33X12.50R24LT 10PR 104 10J 318 832 900 450

Product Features 35X12.50R24LT 10PR 117 10J 318 883 1285 450

The design with opened cross—grooves/shoulders provide better 37X13.50R24LT 12PR 126 11J 345 934 1700 550
capability with self-cleaning and grasp force, improved the trafficability .

on mud/damaged road. 33X12.50R26LT 10PR 114 10J 318 832 1180 450

35X13.50R26LT 10PR 118 11J 345 883 1320 450

The design with anti—collision rib improved the self—cleaning capability 37X13.50R26LT 12PR 117 11J 345 934 1285 550

and avoid the stones clamped and improved the puncture resistance of 37X14.50R28LT 12PR 118 11 1/2J 368 935 1320 550
the tire. =

40X15.50R28LT 10PR 126 12J 389 1011 1700 450

11J 343 1062 1650 550

The utilization with h el plat oy i dth 42X13.50R30LT 12PR 125
forieuolgzt?wéotri]r\el\.” wave-shape steel plates greately improved the grasp 49X16.50R30LT 10PR 127

QOO0 OOV VIDIVICIDODILIVICIVDIP|TO|IOIO

13120 419 1062 1750 450

The design with tooth—-mate pattern grooves makes the tires having

better self-cleaning capability, and improved the grasp force and
trafficability on damaged road.
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The special 3D solid pattem design is suitable to the
cross-country vehicles on the non-pavement road with
supreme anti-skid performance on muddy road, powerful
traction force and extreme grip performance.

Product Features

All weather comfortable and energy
saving cross-country tyre.

Product Features

The deep shoulder
pattern design and wide

pattern block provide

extreme grip force,

which ensured the

excellent handling and

safety performance for

the vehicle on the severe

condition such as

mountain and muddy

road etc. ]
I

Four broad longitudinal
straight grooves match
with creative wavy and
pitching thin sipes,
excellent performance on
wet roads and stable
steering performance.

The ideal configuration of
the pattern grooves and
blocks and the high

The wide pattern block and transverse oblique
grooves link broad longitudinal straight grooves,

The design of anti—
collision wall in the
sidewall prevents the
puncture, road collision
and pressure damage.

proportional horizontal
grooves guaranteed the
excellent anti—skid
performance on the
muddy road.

fuel-efficient, environmental and safety on driving.

The new outline and pitch design, as if across in a
comfortable and tranquil city.

High Performance MT Tyre Series

SUV H/T TYRES

HD868

HD868 MAIN SIZES AND PARAMETERS

HD837 MAIN SIZES AND PARAMETERS

LT245/75R16  10PR 120116 Q 7J 248 780 1400/1250 550 235/75R15 105 T 6 1/2J 235 733 925 300
LT26575R16  10PR 123120  Q  71/2) 267 810 1550/1400 550 255/70R15 108 T 7.1/2d 260 739 1000 300
LT28570R17 10PR 121118 Q  81/2) 292 838 1450/1320 550 g?gggg]g 1(1)3 $ 6% - g? ;gg 181025) 388
33x12.50R17LT 10PR 120 Q 10J 318 832 1400 450 52570R16 103 T 610 508 795 575 300
35x12.50R17LT 10PR 125 Q 10J 318 883 1650 450 235/60R16 100 H 7J 240 688 800 300
33x1250R18LT 10PR 118 Q 10J 318 832 1320 450 235/70R16 106 T 7J 240 736 950 300
35x1250R18LT 10PR 123 Q 10J 318 883 1550 450 P245/70R16 107 T 7J 248 750 975 300
PO75/60R20 / 115 S 8 279 8ad 1215 300 255/70R16 111 T 7 1/2) 260 764 1090 300
LT27565R20 10PR  126/123  Q 8J 279 872 17001550 550 265//0R16 112 il &) 2r2 /78 1120 800
275/70R16 114 T 8J 279 792 1180 300
33x12.50R20LT 10PR 114 Q 10J 318 832 1180 450 215/50R17 95XL W 7J 206 648 690 340
35x12.50R20LT 10PR 121 Q 10J 318 883 1450 450 215/60R17 96 H 6 1/2J 221 690 710 300
33x12.50R22LT 10PR 114 Q 10 318 832 1180 450 215/65R17 99 H 61/2J 221 712 775 300
36x1250R22LT 10PR 117 Q 1J 318 883 1285 450 gggﬁggm; ]8‘21 : 6%@ 24218 gg 388 388
35x12.50R24LT 10PR 117 Q 10J 318 883 1285 450 SRR 107 T o 548 50 975 20
265/65R17 112 T 8J 272 776 1120 300
265/70R17 115 T 8J 272 804 1215 300
215/55R18  99XL v 7J 226 693 775 340
225/55R18 98 v 7J 233 703 750 300
235/50R18  101XL v 71/2J 245 693 825 340
235/55R18  104XL v 71/2J 245 715 900 340
245/60R18 105 H 7J 248 751 925 300
255/70R18 113 T 712 260 815 1150 300
265/60R18 114 H 8J 272 775 1180 340
265/70R18 116 T 8J 272 829 1250 300
275/55R20  117XL H 81/2J 284 810 1285 340
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Product Features

The coupled design of irregular
pattern block provided
enhanced traction/grasp
performance.

# The outline design with
computer simulation provided
more stable land-grasp
capability.

The enhanced design
with anti—collision ?ib The pattern with low sea-land

enhanced the puncture ratio design improved tire
resistance performance service life and mileage.

-
=y

AT OFF-ROAD TIRE 4x4 AT TYRES

LT265/75R16 10PR  123/120
LT285/75R16  10PR  126/123
LT265/65R17 10PR  120/117

71/2J 267 804 1550/1400 550
8J 286 834 1700/1550 550
8J 272 776 1400/1285 550

Product Features Tenacious and valiant with the HD818
LT265/70R17 10PR 121/118 8J 272 804 1450/1320 550
LT285/70R17 10PR 121/118 81/2J 292 832 1450/1320 550

HD829 MAIN SIZES AND PARAMETERS cross-country pattem.
R
R
S
S
R
LT265/60R18 10PR 1201117 S 8J 272 775 1400/1285 550
R
R
S
S

Safety with wide tapered groove pattern applicable to all weather and
various road conditions.Better country—crossing capability with its
gripping power and anti—skid performance on wet roads.
Outstanding performance with high—strength steel cord and cap ply.
Tranquility with fuzzy arrangement of pattern block without specified
peak and with variable sound frequency blocks.

LT265/65R18 10PR 122/119 8J 272 801 1500/1360 550

LT275/65R18 10PR  123/120 8J 279 815 1550/1400 550 HD818 MAIN SIZES AND PARAMETERS
LT275/55R20 10PR  120/117 812J 284 810 140011285 550

LT305/55R20 10PR  121/118 91/2J 316 844 1450/1320 450

215/75R14C 8PR  104/101 Q 6J 216 678 900/825 450
215/75R15LT 8PR  100/97 S 6J 216 703 800/730 350
215/75R15LT 8PR  106/103 S 6J 216 703 950/875 450
P215/75R15LT 8PR 100 S 6J 216 703 950/875 350
225/75R15 102 S 6J 223 719 850 250
235/75R15LT 6PR  104/104 S 6 1/2J 235 733 900/825 350
235/75R15LT 10PR  116/113 Q 6 1/2J 235 733 1250/1150 550
31x105R15LT6PR 109 Q 8 1/2J 268 775 1030 350
215R16C 6PR 109/107 Q 6J 218 750 1060/1000 375
245[75R16LT 10PR  120/116 Q 7J 248 774 1380/1260 550
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HD828 MAIN SIZES AND PARAMETERS

Inflatable Inflatable Loading Inflation
. I h

Load Index Speed St%}g"”d Secti Overal

LT215/75R15 6PR 100/97 S 800/730 350

LT225/75R15 6PR 102/99 S 6J 223 719 850/775 350

LT235/75R15 6PR 104/101 Q 6 1/2J 235 733 900/825 350

30"9.5R15LT 6PR 104 S 71/2J 240 750 900 350

31x10.5R15LT 6PR 109 S 8 1/2J 268 775 1030 350

245/70R16 107 S 7J 248 750 975 300

225/75R16LT 10PR  115/112 R 6J 223 744 1215/1120 550

LT235/70R16 6PR 104/101 Q 6J 240 736 900/825 350

235/85R16LT 8PR 114/111 R 6 1/2J 235 806 1180/1090 450

LT245/75R16 10PR  120/116 Q 7J 248 774 1400/1250 550

LT255/70R16 6PR 108/104 S 712 260 764 1000/900 350

LT265/70R16 8PR 117/114 S 8J 272 778 1285/1180 450

LT245/65R17 8PR 111/108 S 7J 248 750 1090/1000 450

LT245/70R17 6PR 108/104 S 7 J 248 776 1000/900 350

LT265/65R17 10PR  120/117 S 8J 272 776 1400/1285 550

LT285/70R17 10PR  121/118 R 81/2J 292 832 1450/1320 550

235/65R17 104 T 7J 240 738 900 300

225/65R17 102 T 6 1/2J 228 724 850 300

235/60R18 103 T 7J 240 739 875 300

235/65R18 106 H 7J 240 763 950 300

LT265/60R18 10PR  120/117 S 8J 272 775 1400/1285 550

275/70R18LT 10PR  125/122 Q 8J 279 843 1650/1500 550

LT275/65R18 10PR  123/120 R 8J 279 815 1550/1400 550

31x 10.5R15LT 6PR (B) 109 S 81/2J 268 775 1030 350

Rectangle shoulder and wide tread LT215/75R15 6PR (BH5) 100/97 S 6J 216 703 800/730 350

o et Sty TosoRe 6P (85 10410106 50 7a 500628 260
superior traction, combines off-roa F

Product Features in all conditions with on-road comfortable features. 245/70R16 (BF) 107 s 7 248 750 975 300

LT245/65R17 8PR (B%) 111/108 S 7J 248 750 1090/1000 450

Rectangle shoulder and wide tread design with 3D multiple thin sipes increases road LT265/65R17 10PR (E?‘) 120/117 S 8J 272 776 1400/1285 550

contact area, provides superior handling on both wet and dry surfaces, and enhances 235/65R18 (E—’?—) 106 H 7J 240 763 950 300

wear-resisting performance.

o e i i @

Wide pyramidal-shaped sipes for all-weather and various roads delivers excellent
safety, maintains firm grip performance and aquaplaning resistance on wet roads, and
enhances off-road steering response.

Unique lateral flange protector design enhances protection from puncture and impact
damage.

Optimized pitching sequence blocks design offers quieter ride.
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Product Features

The design with strong
shoulder blocks and
unique decoupling
longitude grooves
provides high
performance of stable
steerability and irregular
anti—-wearing on various
road condition.

&3
A

maE

The design with three wide longitude water outlet slots R

and balanced pattern blocks/slots enhances the water 4 1
outlet performance on wet/slippy road and provides I Y 4
excellent steerability of the vehicle. The outstanding \ i
durability provides better mileage of driving. The load ad, /
capacity is stable and excellent. Y. f

ST TYRES Light truck TYRES

HD737 MAIN SIZES AND PARAMETERS

Inflatable Inflatable Loading Inflation

A e N
51/2J 188 650 850/800 450
5/12J 198 0668 950/900 450
5/12J 198 693 950/900 450
[N 201 655 900/850 450
6 1/2J 221 683 1030/975 450
6 1/2J 221 683 900/825 450
201 655 900/850 450

209 669 950/900 450

221 683 750/690 350

228 697 1120/1060 550

684 900/850 475

698 975/925 475

672 975/925 475

714 1060/100 475

686 1030/975 475

728 1250/1180 525

698 1120/1060 475

712 1215/1150 475

712 1450/1360 575

Combined design with shoulder crosswise curve groves and lengthwise Size Loa?PISdeX Speed

curves grooves provide good stability and safety of driving. 185R14C 8PR 1021100

195R14C 8PR 106/104

Design of lengthwise grooves with multiple angles provide excellent 195R15C 8PR 106/104
controlling and steering performance on the dry/wet road. 195/70R15C 8PR  104/102

215/70R15C 8PR  109/107

Strengthened design of carcass enhanced the load and impact capability 215/70R15LT 8PR  104/101

of the tyre. 195/70R15C 8PR 104/102

205/70R15C 8PR  106/104

215/70R15LT 6PR 98/95

HD825 MAIN SIZES AND PARAMETERS 205/70R15C 10PR~ 112/110

! Inflatable Inflatable At Cold Inflation 185/75R16C 8PR  104/102

2 Staard Wi o) Diarmeter (i) kPa_gtioma Pressure(kPa) 195/75R16C 8PR 107/105

ST175/80R13C  91/87 5.00B 177 610 615/545 350 205/65R16C 8PR  107/105

ST205/75R14 C ~ 100/96 51/2J 664 800/710 350 205/75R16C 8PR 110/108

ST215/75R14 C_ 102/98 678 850/750 350 215/65R16C 8PR  109/107

ST205/75R15 D 107/102 975/850 450 215/75R16C 10PR 116/114

ST225/75R15 E 117/112 1285/1120 550 '

ST235/B0R16E 124/120 L 61/2) 235 782 1600/1400 550 225/65R16C 8PR  112/110
ST235/85R16 E  125/121 1650/1450 550 235/65R16C 8PR
235/65R16C 10PR

Load Index
/PR Speed

R
R
S
R
R
R
S
R
R
R
R
R
T
R
T
R
T
T
Q



Product Features

Light truck TYRES

Pick-up Tyre Series

Extra strong structure design ensures superior braking and steering
response, fits in various road and weather conditions.

Combining rib type grooves and reasonable distribution sipes with
strong blocks offers excellent grip in wet and dry roads, driving
stability, and ensures better secure ride.

HD718 MAIN SIZES AND PARAMETERS

185R14C (LT) 6PR  97/95 S 51/2J 188 652 730/690 350

185R14C (LT) 8PR  102/100 S 51/2J 188 652 850/800 450

Light truck TYRES

Product Features

HD717

HD717 pattem with high quality/performance
and rigidity balanced safety to you.

The extra—strong structure design ensures the excellent braking and
steering capability, which adapts various complex road & weather
conditions.

Design of extra—deep pattern grooves and outstanding tread compound
improves the anti—abrasion capability, which effectively prolonged the
service life of the tyre.

Excellent grip on dry and wet roads for safe ride with zigzagging pattern
grooves, reasonably arranged fine patterns and robust pattern blocks.

HD717 MAIN SIZES AND PARAMETERS

185R14C 8PR 102/100

51/2J 188 652 850/800 450

195R14C 8PR 106/104

51/2J 198 668 950/900 450

Q

Q
195R14C 8PR Hi4  106/104 Q 51/2J 198 668 950/900 450
195R15C(LT) 8PR  106/104 S 51/2J 198 693 950/900 450
205/70R14 98 XL T 6J 209 644 750 270
205/80R14 98 S 51/2J 203 710 750 250
215/75R14C(LT) 8PR 104/101 Q 6J 216 678 900/825 450
195/70R15C 6PR 98/96 S 6J 201 655 750/710 325
195/70R15LT 6PR  93/90 R 6J 201 655 650/600 350
195/70R15LT 8PR  99/96 QR 6J 201 655 775/710 450
195/70R15LT 10PR  104/101 QR 6J 201 655 900/825 550
195/70R15LT 12PR  109/105 Q 6J 201 655 1030/925 650
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HD668 MAIN SIZES AND PARAMETERS

Load Index gpeqq Standard ~ 'Jletable  Infatable - Loadng Infiation

I I
Rim Width (mm)  Diameter (mm) (singlgl’:hal)(kg) Pressure(kPa)

195/55R15 85 V 6J 201 595 515 300

195/65R15 91 H 6J 201 635 615 300

195/60R15 88 H 6J 201 615 560 300

195/70R15 92 S 6J 201 655 630 300

205/60R15 91 V 6J 209 627 615 300

205/65R15 94 H 6J 209 647 670 300

205/65R15 99XL H 6J 209 647 775 340

205/70R15 96 H 6J 209 669 710 300

215/70R15 98 T 6 1/2J 221 683 750 300

225/75R15 102 S 6J 223 719 850 300

195/50R16 84 V 6J 201 602 500 300

195/55R16 9IXL H 6J 201 620 615 340

195/60R16 89 H 6J 201 640 580 300

205/50R16 91XL V 6 1/2J 214 312 615 340

205/55R16 91 V 6 1/2J 214 632 615 300

205/60R16 92 H 6J 209 652 630 300

205/65R16 95 H 6J 209 672 690 300

215/60R16 99XL H 6 1/2J 221 664 775 340

225/60R16 98 H 6 1/2J 228 676 750 300

215/65R16 98 H 6 1/2J 221 686 750 300

225/55R16 99XL \ 7J 233 654 775 340

205/55R17 91 H 6 1/2J 214 658 615 300

215/50R17 95XL V 7J 226 648 690 340

215/55R17 94 Vv 7J 226 668 670 300

215/65R17 99 V 6 1/2J 221 712 775 300

215/60R17 96 H 6 1/2J 221 690 710 300

225/65R17 102 H 6 1/2J 228 724 850 300

. - 225/55R17 97 Vv 7J 233 680 730 300

Product Features e oran e 225/60R17 9  H 612 28 702 775 300

225/60R18 100 V 6 1/2J 228 727 800 300

New formula reduces 30%-40% of rolling resistance, decreases fuel 235/50R18 101XL \ 71/2d 245 693 825 340

consumption and CO, emission load. 195/60R15LT 95/91 R 6J 201 615 690/615 450

Wide tread design increases road contact area, maintains safe ride, 195/70R15LT-8PR  104/102 S 6J 201 655 900/850 450
And Snanges wear-{esisting periomnancs:

High ratio straight main sipes design effectively reduces rolling 205/55RF17 97 v 7J 233 680 730 300

resistance and noise, perfectly combines environmental protection
with comfort.

Pitching sequence shoulder blocks design shows outstanding
controlling at high speed. Perfect distribution of lug type pattern with
thin sipes in the tread enhances traction on wet roads.
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HD667 MAIN SIZES AND PARAMETERS

Load Index Standard  'iflatable Rl Infiation
/PR Speed Section Overall

RiM  Width (mm) Diameter (nm) (single/dual)kg) "ressure(kPa)

145/70R12 Q 325
145/70R12 69 S 4.50B 150 509 325 300
155/70R12 73 T 4,508 157 523 365 300
165/70R12 77 T 5.00B 177 537 412 300
155/65R13 73 Q 4508 157 532 365 300
155/70R13 75 T 4508 157 548 387 300
165/65R13 77 T 5.00B 170 544 412 300
165/70R13 79 S 5.00B 170 562 437 300
175/60R13 77 H 5.00B 177 540 412 300
175/70R13 82 S 5.00B 177 576 475 300
185/70R13 86 T 5.50B 189 590 530 300
155/65R14 75 H 4 1/2J 157 558 387 300
165/60R14 75 T 5J 170 554 387 300
165/65R14 79 H 5J 170 570 437 300
175/65R14 82 T 5J 177 584 475 300
185/60R14 82 H 51/2J 189 578 475 300
185/65R14 86 T 51/2J 189 596 530 300
185/65R14 90XL S 51/2J 189 596 600 300
185/70R14 88 T 51/2J 189 616 560 300
195/70R14 95XL H 6J 201 630 690 340
205/60R14 88 H 6J 209 602 560 300
215/70R14 96 H 6 1/2J 221 658 710 300
185/55R15 82 \ 6J 194 585 475 300
185/60R15 88XL H 51/2J 189 603 560 340
185/65R15 88 H 51/2J 189 621 560 300
ECONOMY PCR TYRES 185/65R15 ( W= ) 88 H 51/2J 189 621 560 300
185/65R15 92 H 51/2J 189 621 630 340
185/65R15LT 8PR  94/91 R 51/2J 189 621 670/615 450
185/65R15LT 10PR  99/96 Q 51/2J 189 621 775/710 550
185/65R15LT 12PR 103/100 Q 51/2J 189 621 875/800 650
195/50R15 82 \ 6J 201 577 475 300
195/55R15 85 H 6J 201 595 515 300
Product Features 195/60R15 88 H 6J 201 615 560 300
195/60R15 ( W= ) 88 H 6J 201 615 560 300
195/65R15 91 H 6J 201 635 615 300
Outside strong blocks design enables the tyre to follow the road’ s 205/60R15 91 H 6J 209 627 615 300
B e e, e o rkos ks deformation whis 6EeAls o4 H ) 20 67 o0 0
: : 195/60R16 93 XL H 6J 201 640 650 340
lt?ISidl? vv(ijde b grooves ensgresdeffet;:ti\;‘e \évater disper:sion. Seguelgtial 195/60R46 (ME) 93 XL H 6J 201 640 650 340
ocks design improves tread ri ardness, enhances brakin
petformance. ' < 195/60R16C 6PR 9997  Q 6J 201 640 775730 375
i ) ‘ } ) 205/55R16 91 \ 6 1/2J 214 632 615 300
Wide rib grooves effectively removes water, provides shorter braking T125/80R16 97 M 4T 131 606 730 420
distances and safer handling on wet roads. T125/90R16 98 M 47 131 632 750 420
Racing compound technology provides superior grip performance on wet T155/90R16 110 M 4T 152 686 1060 420
road surfaces. T125/80R17 2 M 47 131 632 775 420
T135/90R17 104 M 4T 138 676 900 420
T155/80R17 111 M 4T 152 680 1090 420
T155/90R17 112 M 4T 152 712 1120 420
T165/80R17 115 M 4T 159 696 1215 420
T135/80R18 104 M 4T 138 673 900 420
T145/80R18 109 M 4T 145 689 1030 420
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